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Overview

The MX-28 Smart Handle Lock stands out for its slim design with narrow escutcheons that give the door and the room a plus of
style and elegance. Its high technological level combined with the opening via Bluetooth, MiFare proximity card and remotely
online, through Gateway, make MX-SLK5B one of the models with the greatest projection in the hotel sector.

Features

1. Zinc alloy material, integrated diecasting, durable. Grip to open with fast recognition in 0.3s
2. Unlock Ways: Fingerprint/Password Mechanical Key

3. User: Support fingerprint, password suer total capacity: 150

4. Support USB interface emergency power on and unlock

5. Support 16 virtual passwords, including 6 to 12 correct password

6. Power: DC6V, 4pcs AAA alkaline batteries

TEL: +1-877-677-4040 EMAIL: info@microaxs.com WEBSITE: www.microaxs.com
ADDRESS: Williams Tower, 41st Floor, 2800 Post Oak Boulevard, Houston, TX 77056, USA
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MX-28 Smart Handle Lock

Everything is safe with
alternatives.

Mo powerna warmias, Use your MicraUSE powarbank
to charge the lock to unlock. Mechanical key for
backup use.

Sturdy Metal design,
Anti-explosion and Anti-
collision.

(1) Mde out of a zinc alloy,
(21 Material for a safe design.

Trustworthy,Secure and Smart,
SL14 offers you 4 ways to
unlock your door.
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Tuya APP Fingerprint  Password  Mechanical Kay
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MX-28 Smart Handle Lock

Model

MX-28

Material

Zinc alloy

Color

Black

Communication

Bluetooth 4.1

Unlock Way

Fingerprint/Password/Card/Mechanical Key/Tuya APP

Unlock Time

1-1.5 seconds

Keypad Type

11 Digital Touch Keypad

Battery Life

7000 times normal unclock (10 - 12 months)

Static Current <50uA
Working Current <200mA
Working Temperature -25~60°C

Working Humidity

20%~90%

Virtual password

Available

Mortise

Adjustable 60/70mm

Door Thickness

35~55mm

User Capacity

Password + Fingerprint: 150 groups

Product Weight

0.95kg

Product Size

21.8*17.8*7.3 cm

TEL: +1-877-677-4040

EMAIL: info@microaxs.com WEBSITE: www.microaxs.com

ADDRESS: Williams Tower, 41st Floor, 2800 Post Oak Boulevard, Houston, TX 77056, USA




